RACK CONTAINERS

expensive electronics remain protected.

Moulded-in male/female
stacking ribs for secure

Patented, moulded-in metal stacking,

inserts for catch and hinge
attachment points provide
strength and spread loads
to the container wall for
maximum integrity.
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Durable, moulded-in colour
(no visible scratching).
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Moulded-in, tongue-in-groove
gasketed parfing lines seal tight
and remain so after impacts.

Splash and Rain Resistant -
airtight/watertight available.

Interference fit spiral spring

pins in each corner create

high shear strength and low

insertion force for maximised
& structural integrity.

Designed to meet
ANSI/EIA-310-C for
universal rack mounting
hole pattern.

Reinforced corners and
edges (high-stress areas)
contain 15 to 20% more
material.

Exceeds Air Transport
Association (ATA)
Specification 300, Category
1 requirements.

Patented catch attachments
feature moulded-in metal
inserts for additional strength N -
and watertightness. Aircraft-quality, precision-
tempered 6061-T6
aluminium provides a high
strength to weight ratio.
HARDIGG

SUPERIOR SHIPPING PROTECTION FOR
FRAGILE INSTRUMENTS AND ELECTRONICS.

Hardigg 19” Rack Containers are world renowned as the
toughest, smartest transport systems available. Our innovative
design process and rigorous testing methods continue to result in
superior patented advancements that ensure your vital, sensitive and

All Hardigg 19" Rackmount Cases boast rugged
rotomoulded exterior shells that withstand
all kinds of abuse, drop after drop,

in every environment — damage free.

Patented, positive anti-shear
locks prevent case lids from
separating from bases even

after impact - and minimise

stress on hardwear.

Moulded-in ribs provide extra

columnar strength.

Hardigg Rackmount Cases can take repeated drops, blows and
soakings, and still protect everything inside them. In fact,
nothing protects better than Hardigg Cases when it comes
to electronics. From the ultimate security of a Classic Rack,
to the conveniently smaller footprint of the Mini-Rack, to the
economical BlackBox and ProRack — we have the solution to
fit your exact shipping and protection needs.

One-piece rotomoulded
body and lids give maximum
strength and durability.
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Hardigg's patented, wide-design,
Comfort Grip Handles come as
standard on most cases.



Classic Rack™

M The best shock and vibration
protection available.
M Protection for equipment from 10-154kg.
M Equipment typically has 15-30 G fragility.
M Ideal for rack mountable precision test,
electro-mechanical, medical and biological diagnostic
equipment, memory storage devices, meteorological
instruments, mobile operations, broadcast and video
gear, laboratory equipment, aerospace instrumentation,
servers, military mission planning, command and
control equipment and flight simulators.
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These containers have shock mounts and
will protect your computer/data equipment
from the extremes.

M Available in 10 different sizes and 2 frame
lengths (480mm and 610mm).

M Choose from hundreds of accessories and options.

B Manufactured in Europe meeting ATA300, Def Stan 81-41
Level J, STANAG 4340 and other European standards.

M High-strength aluminium rack frame, supports

equipment from 10-50kg

B Compact container available with both
fixed and removable rack options.

M Available in 13 different colours with
610mm long frame.

B New patent pending shock mount design.

M Designed for equipment up to 100kg.

M Equipment typically has 40-70 G fragility.

M |deal for field-deployed equipment and sheltered

applications that require medium duty shock and

vibration protection.

BlackBox™ LIGHT/
M Lightweight, compact, airtight and
watertight off-the-shelf (COTS) value
line available with standard features
and limited options.
Il Available in black colour only with
610mm long rack.
M Protection for equipment from 10-50kg.
M Shell is made of recycled materials and the
frame is made of steel.
M [deal for light to medium duty field-deployed
and sheltered applications.

ProRack™
M Lightweight, space-efficient, front and rear |EE—""
opening transport container (not a shock
mounted/cushioned rackmount system) SEMI-FRAGILE
for field ruggedised equipment. CONTENTS
M Designed for equipment up to 34kg.
W Equipment typically will have 80-120 G fragility.
M Rugged 457mm deep cases with an aircraft aluminum
frame suspended on plastic fins protect your equipment

medical or test equipment components.

from direct impact transmission. @
M Often used for field-deployed amplifiers and electronic, "
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